\

The automatic band sawing machine ideal for angle cutting too that

combines accuracy with cutting quality, without any compromise!

CUTTING RANGE

0°/mm

+45° / mm
+60° / mm
-45° / mm

Max. open vice

Rest piece no longer feeded - standard
Minimum cutting length

Cutting capacity with overhead bundling

Rest piece no longer feeded with vice to
decuce restpiece

PERFORMANCE CHARACTERISTICS

Blade size
Blade speed

Blade motor
Speed of feeding vice
Max. stroke feeding vice

Max weight that the feeding vice can pull

Capacity of coolant tank

Capacity of the hydraulic tank

Total input power

®

300
260
180
240

335mm
400 mm
10 mm

|
250
250
170
210

320x160 mm

255 mm

3650x27x0.9 mm

[
330x250
260x200
170x170
240x160

15+100 m/min - 1 Speed

2.2 Kw
4 m/min
600 mm

1360 Kg

120 L
30L

4,035 Kw

AUTOMATIC SAW

ELECTROHYDRAULIC
BAND BLADE

FOR CUTTING FROM -45° T0 +60°.

It is also equipped with the manual,
semi-automatic/dynamic and semi-auto-
matic cycle: automatic cycle to cut from 0°
to 60°; manual, semi-automatic/dynamic
and semi-automatic cycle to cut from -45°
to 60°.

WEIGHT AND DIMENSIONS
Height of working table 870 mm
Weight 1060 kg
. A =2720 mm
B =2325mm
1=2150 mm
s 2=2300mm
&
L 3=2030 mm



